Work Order Tracking (Tr) Page 1 of 1

Wiork Grder Tracking (10 l[;] BMXAA4591! - Status change(s) completed successfulf

Find Work Order Q- v Select Action L J @ Cg’? .

List Work Order ‘ Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log

Work Order: 1721890 METRO MOW ANNUAL SWITCH INSPECTION 4
Classification: MTA\METRO
Classification Description: MTA - METRO
Asset: 1302448 % METRO MOW SWITCH 137 WABASH YD TRK 13 WEST C&
Alias: WAB137
Location: CMWABYARL 3 Chaln Marker Wabash Yard

Work Location: »
#Work Type: PM %
Status: APPR

Status Date: 12/02/14 05:55:58 AM
Reported By: MTACRON
Phone:

Reported Date: 11/29/14 03:05:18 AM

On Behalf Of;

Consist: >

Asset Detalls

Year:
Manufacturer: &
Modetl:
Serial #
Type: FLEET ¢ Fleet Assets
Status: OPERATING Operating

Asset Condition:
Address Information

Service Address: > o City:
Formatted Address: State/Province:

Street Address:

http://mtassets/maximo/ui/?event=loadapp& value=plustwo&uisessionid=433 &csrftoken...  12/2/2014



Switch Inspection Report/ Annual

Mainline vard G WWO# 1721890
Date: Y TR f/ Inspection Crew /ﬂﬁ/fﬁ/i /%4,;!/7/ j{l (_j;7§€f (2”7
~

1 Location
2 Switch 1.D. #
3 Facing

Rail Points

4 Point to Point .5/ / 6/

5 Point Condition

Y R
6 Point T,’}{,O , hothing less than/ 4 3/4 inches
N ﬂ R S/6

7 Point Openjng
N R Y48
8 Fit ’
S¥ R
9 General Condition of the Points
YR
Gage
10 Heel of Switch,
a) Main__ % (/&
a) Turnout Z

2l
11 Gage ahead of Bend__ ~ éf/g

Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches
a) Turnout é Z
a) Main

Stock Rail
13 Bend
Y R
14-Condition
Y R

Bolts
15 Loose_ &~ NIA
16 Missing O NIA

Rivets (Huck Bolts)

17 Loose N/A

18 Missing__ <~ > N/A

19 Cotter Pins missing__ ¢~ N/A
20 Jam Nuts Lgose <o NA

21 Washers fOK ) Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
GX R NA
23 Switch Plates
Y R N/A
24 Adjustable Braces
(5 ¥ R NA

25 Non-Adjustable Braces
S Y RIN/A.

Switch Rods

26 Front Rod
S’Y R NA
27 #1 Rod (Basket Rod)
é Y R NA
28 #2 Rod
S Y R'NA
29 #3 Rod
s Y RN’
30 #4 Rod o
S Y RN/A
31 Closure Rai
78N R N/A
32 Surface of Switch

S XY R NA

Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to1 3/4" 12 MPH
. Greater than 1 3/4" = Out of Service
33 Head Block ties
R

34 Switch Adjustments
Yes @

35 Luprication
50 o
36 Switch Target / Lamps
OK Missing
37 Latches
>Broken___Missing_____
38 Locks
/ Broken___ Missing____
39 General Condition
40 Insulated Joints
v R

Page 1 of 3



Frog Inspection Report/ Annual

Mainline vad

WO # 1721890

Page 2 of 3

Date:  Z¢P-45 -4 _ Inspection Crew: 4&42&/)’. ,%m«?f Jﬁéfixv/é’
P s P

41 Location
42 Switch LD. #___ | 437
43 Facing Trailin

44 Frog Tread N S¥ R

R Y R
45 Frog # (o

46 Frog Point Condition
Y R

423233diti0n of Frog
SN R

48 Surface of Frog
Y R

49 Throat in Inches 57?‘/9/

50 Flangeway Depth o
Flangeway Depth must not be less than 1 1/2"

Gage 5
Main Track S b
vz Turnout Track____4" & '/ &
Gage must not be less than 56" any Class

Guard Rails
53 Guard Rail Gage N_ S .3/ R___J_ 3

Guard Rail Gage nust be |ess than 54 3/8"
54 BacktoBack N__A&- R_ A
Back to Back must be less than 53 1/8"
54 Condition
R
55 Location of Guard Rail (Relation to Point)
SYR
Guard Rail Clamps
56 Main Track
=G NeRee-
57 Turnout Track
S O

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsaY

remarks on page 3

Turnout Ties
58 Condition
54 R

59 Rail Movement

Y R
Tie Plates
60 Lead

Y R
61Gurad Rail Flangeway
R N 4 R_4
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

-5 Gl - G
63 Frog Plates

G/Y R
Bolts
64 Loose @
65 Missing CNIAD
Rivets (Huck)
66 Loose T NIA
67 Missing 5) N/A
68 Nuts Missing L2 NA
69 Cotter Pins Missing Nia>
70 Washer roken Missing

71 Hold Down Devices
R N/A
72 Spring Housi
S Y R{NA
73 Derails :
S Y R{N/

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50 beyond last long tie

Difference

75 Condition of Line thru entire turnout
(’f'S)Y R



Page 3 of 3
Remarks

Date : /Z-{}-/ﬁ Mainline / Yard : [ilSa Switch # [0

1721890

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Review:

Iw



Work Order Tracking (Tr) ' Page 1 of 1

Wik QRist ThaekiE ) lﬂ BMXAAA4591! - Status change(s) completed successfull

7 1 2 T —“‘x i 2 .4
Find Work Order SR 4 ~ Select Action v # & ¢ rr# I
List Work Order ; Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log
Work Order: 1725334 METRO MOW ANNUAL SWITCH INSPECTION i+
Classification: MTA \ METRO ol

Classification Description: MTA - METRO

Asset: 1243458 7 METRO MOW SWITCH 105 WABASH YD TRK 9 EAST  1_}

Alias; WAB105
Location: CMWABYARL 2> Chain Marker Wabash Yard L
Work Location: 2 1.4

% Work Type: PM bt
Status: APPR
Status Date: 12/02/14 05:56:22 AM
Reported By: MTACRON b
Phone:
Reported Date: 12/01/14 03:18:55 AM 57,
On Behalf Of: 2

Consist: P i 4

Asset Details

Year:
Manufacturer: 77 R ]
Model:
Serial #:
Type: FLEET '.! Fleet Assets
Status: OPERATING Operating

Asset Condition:
Address Information

Service Address: Py ] City:
Formatted Address: State/Province:

Street Address: e |

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=433 &csrftoken... 12/2/2014



Switch Inspection Report/ Annual Page 1 of 3

Mainline Yard—WO# 1725334
Dete: _7/3 /4 mepection Grow (/e gy L, Terberre

1 Location
2 Switch I.D. # ,
3 Facing Tralllng

Rail Points .
4 Pointto Point .5/ i,
5 Pgint Condition
YR
6 Point Throw, nothing less than 4 3/4 inches

N ,/ R

7 Pomt Openmg

/ R
8 Flt
S R
9 General Condition of the Points
R
Gage

10 Heel of Switch
a) Main__, Q’éé’ Lo
a) Turnout S
11 Gage ahead of Bend
Must not be less than 56 inches or
more than 57 inches for "S"
12 Heel Spread in Inches

a) Turnout_ & /R
a) Main o7

Stock Rail
13 Bend
YR

14 Condition
Y R

Bolts
15Loose__ & NIA
16 Missing Z NIA

Rivets (Huck Bolts)

17 Loose ZC% N/A

18 Missing N/A

19 Cotter Pins missing__ &~ 2 __NIA
20 Jam Nuts Loose O NIA

21 Washet@ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
R N/A
23 Switch Plates
/Y R NA
24 Adjustable Braces
S)Y R NA
5 Non-Adjustable Braces
S Y RAN/A
Switch Rods
26 Front Rod
/~SY R N/A
27 #1 Rod (Basket Rod)
Y R NA
28 #2 Rod
S Y RIN/A
29#3 Rod ..
S Y RONAY
30 #4 Rod
s v RANAD
31 Closure Rail
'S’Y R N/A
32 Surface of Switch
Y R NA
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties

R
34%:0?’1 Adjustments
Yes
35 Lubrication

OK/ Dry
36 Switch Target / Lamps

OK Missing ZN/A.-)

37 Latches
Broken___Missing____

38 Locks
69@ Broken____Missing___
39 General Condition

'Y R
40 Insulated Joints
YR



Frog Inspection Report/ Annual

Mainiine Yard

WO # 1725334

Date: /R~/3 ~#4 ___ Inspection Crew: /{/{Atg/{} tzy&,g_}; -‘j;%ffwj

41 Location
42 Switch 1.D. # ___ (SESAE S
43 Facing Trailing
44 Frog Tread N <8Y R
R &YR
45Frog#_ &
46 Frog Point Condition
(O YR
47 Condition of Frog
Y R
48 Surface of Frog
Y R

49 Throatin Inches___ o2/ %
50 Flangeway Depth =
Flangeway Depth must not be less than 1 1/2"

Gage
\ Main Track___ 2217
o2 Turnout Track____ 57, Yz
Gage must not be less than 56" any Class

Guard Rails -
53 Guard Rail Gage N__ 23 R_.5.3

Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N__4 R
Back to Back must be less than 53 1/8"
54 Condition
Y R
55 Location of Guard Rail (Relation to Point)
Y R
Guard Rail Clamps
56 Main Track
<S8 Y R-w———
57 Turnout Track
G R

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Class 2andgetsayY

Remarks on page 3

Turnout Ties

58 Condition

(SYR

59 Rail Movement
R

Tie Plates

60 Lead

YR
61Gurad Rail Flangeway -
_ev-R—N_44 R P
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rail Plates

—S-R—

83 Frog Plates

R

Bolts
64 Loose (i, N/A
65 Missing P, N/A

Rivets (Huck)
66 Loose - N/A

67 Missing [ N/A
68 Nuts Missing o> N/A
69 Cotter Pins Missing N/

70 Washers¢OK Broken Missing

71 _Hold Down Devices
{9Y R NA
72 Spring Housing
S Y RQuUA
73 Derails o
SY RN/

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50' beyond last long tie

C:(")j:) Difference

72‘05ndition of Line thru entire turnout
AN R

Page 2 of 3



Page 3 of 3
Remarks

Date : /¢-/2-/#Mainline / Yard : [ESHEN Switch # 11106 wo# 1725334

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Revigwed by:




. o
Work Order Tracking (Tr)

Work Order Tracking (Tr)

Page 1 of 1

Fﬁ BMXAA4205] - Record has been saved, l B

Find Work Order A - ~ Select Action v |4 W "q% Eiy N
List i Wo;k &&; Plans Actuals Activities Measurements Axle Gonfiguration Related Records Safety Plan Log
Work Order: 1716017 METRO MOW ANNUAL SWITCH INSPECTION
Classlfication: MTA \ METRO »
Classification Description: MTA - METRO
Asset; 1243393 »» METRO MOW SWITCH 169 WABASH YD TRK 2 WEST CJ'
Alias: WAB169
Location: CMWABYARL * Chain Marker Wabash Yard 3
Work Location: ‘
Change Status
Work Type: PM ¢
Status: WSCH
Status Date: 11/24/14 03:05:56 AM
Work Order: 1716017 VTSRS MOV ANNUAL SWITCH INSPECTION
Reported By: MTACRON
Status: WSCH Waiting to be Scheduled
Phone:
Memo:

Reported Date:

11/24/14 03:05:56 AM .
» New St~ uszapprfiggse walt...
' A

On Behalf Of. .
Status Date: 12/02/14 05:48:08 AM Lo
Consist: T
Print Work Order(s)?
Asset Detalls Change work order status in back ground?
Notification E-mail for Work Order Change Status: RNelson1@mta.maryland.gov
Year:
Manufacturer: &3 [
Modetl:
Serial #:
Type: FLEET ! Fleet Assets
Status: OPERATING Operating
Asset Condition:

Address Information

Service Address:
Formatted Address:

Street Address:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=433 &csrftoken...

City
State/Province:

v

12/2/2014



Switch Inspection Report/ Annual

Mainline Yard—WO# 1716017

Date: ‘é)%///z/

1 Location
2 Switch 1.D. # R
3 Facing Trailing

Rail Points
4Pointto Point 57/ /8
5 Point Condition
Y R
6 Point Thro%/, nothing less than 4 3/4 inches

N Y8 R
7 Point Openi

8 Fit

(SYR

9 General Condition of the Points
Y R

Gage
10 Heel of Switch

a) Main 4 ,
a) Turnout [ p
11 Gage ahead of Bend ,{é/z

Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread i lnc,hes
a) Turnout ¥/ :
a) Main___ ZP%

Stock Rail
13 Bend
Y R
4, Condition
YR

Bolts 0
15 Loose N/A
16 Missin é N/A

Rivets (Huck Bolts)
17 Loose N/A

18 Missing___ T/ N/A o
19 Cotter Pins missing N/A

20 Jam Nuts Loose O NA

21 Washers @ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

‘ ]
Inspection Crew / jgﬁ/)/__c, o f:ve/,m-,wz:@/i /%»/(‘9 77
-_— ‘,I »

22 Standard Joints
(9 YR NA
23 Switch Plates

Y R N/A
25 Non-Adjustable Braces
S Y R{NIA>
Switch Rods
26 Front Rod
(&Y R NA
27 #1 Rod (Basket Rod)
Y R N/A
28#2 Rod .-
S Y R'N
29#3 Rod
SYR
30 #4 Rod .~
SYR
31 Closure Rail
PYRNA
32§urface of Switch

4@\( R N/A
p ﬁustable‘Braces

Y R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2"to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
Y R
34 Switch Adjustments
Yes @

35 Lubrication
G-

36 Switch Target / Lamps-
OK Missing___{ N/A

37 Latches
(Ob} Broken___Missing___
38 Laocks
OK Broken___ Missing____
39 General Condition
YR

40 |nsulated Joints
§YR

Page 1 of 3



Frog Inspection Report/ Annual

Maintine vad R

Wo# 1716017

Page 2 of 3

Date: /%AS/ Inspection Crew: ﬁé e €, Q"/"P’(Y"f.’éﬁ"eﬁ_ﬂ‘;’é /(/P/(‘o’/

41 Location

42 Switch ILD. # ___ | 9
43 Facing Tra|l|ng
44 Frog Tread N SYR

R SYR

45 Frog # é
46 Frog Point Condition

Y R

ondition of Frog

YR
48 Surface of Frog

Y R

&4
49 Throat in Inches i f‘/ "5/
50 Flangeway Depth pd
Flangeway Depth must not be less than 1 1/2"

Gage o
Main Track ':'f“c'}’zé

02 Turnout Track
Gage must not be less than 56" any Class

Guard Rails

53 Guard Rail Gage N_ 5.3 R S77F

Guard Rail Gage nust be less than W
54 Back to Back
Back to Back must be Iess than §3 1/8"
54 Condition
R
55 Location of Guard Rail (Relation to Point)
—SrRT

Guard Rail Clamps
56 Main Track

SR
57 Turnout Track

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4" downgrade to

Tlagss 2andgetsa Y

Remarks on page 3

Turnout Ties
58 Condition
AYR
ail Movement
Y R
Tie Plates
60 Lead
&Y R
61Gurad Rail Flangeway
S ¥R—N" R i
Guard Rail Flangeway can be less than 1-1/2"
62 Guard Rall Plates

63 Frog Plates

&Y R

Bolts

64 Loose @/AD
65 Missing (:!_\j[é_.)
Rivets (Huck)

66 Loose CO NA

67 Missing &’ NA

68 Nuts Missing £~ NIA

g

69 Cotter Pins Missing { N/A P

70 Washersroken Missing

71 Hold Down Devices
R N/A
72 Spring Housing
SYR
73 Derails -,
S Y R{NA7

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
gO' beyond last long tie

38/; Difference

75 Condition of Line thru entire turnout
{3 YR



Page 3 of 3
Remarks

Date : /,7/_%//{ Mainline / Yard : [{EI Switch # [

1716017

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S All items inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service Review, y:




Work Order Tracking (Tr) Page 1 of 1

Work Order Tracking (Tr) lﬂ BMXAA4591i - Status change(s) completed successfuff
. . Nl : e
Find Work Order LT 4 ~  Select Action - 8 Fed @ Kf& I 1Y
List Work Order | Plans Actuals Activities Measurements Axle Configuration Related Records Safety Plan Log
Work Order: 1721852 METRO MOW ANNUAL SWITCH INSPECTION .+
Classification: MTA\ METRO P

Classification Description: MTA - METRO

Asset: 1302450 2+ METRO MOW SWITCH 181 WABASH YD TRK 13 WEST )
Alias: WAB161
Location: CMWABYARLC 2~ Chain Marker Wabash Yard (.4
Work Location: P P4
% Work Type: PM Yok

Status: APPR
Status Date: 12/02/14 05:55:24 AM
Reported By: MTACRON 27
Phone:
Reported Date: 11/20/14 03:04:49 AM  [*
On Behalf Of:

Consist: 2 ]

Asset Details

Year:

=

Manufacturer; 72
Model: Vg
Serial #:
Type: FLEET '.!, Fleet Assets
Status: OPERATING Operating

Asset Condition:
Address Information

Service Address: 2 ¢ City:
Formatted Address: State/Province:

Street Address:

http://mtassets/maximo/ui/?event=loadapp&value=plustwo&uisessionid=433 &csrftoken... 12/2/2014



Switch Inspection Report/ Annual Page 1 of 3

Mainline Yard O WO# 1721852
g .z""
Date: S-S5 et Inspection Crew //eé&/{, ,/g;) ’”“—;C N )p%g/_/ﬁﬂ

1 Location

2 Switch |.D. # b B
3 Facing Trailing

Rail Points

4 Point to Point &j’:j/g

5 Point Condition

Y R
6 Point Th oW, nothing less than 4 3/4 inches
N 6/ g R %
7 Point Opening
N 3% R o7
8 Fit ’
CBYR
9 General Condition of the Points
Y R
Gage

10 Heel of Swnt7ch

a) Main___#

a) Turnout /?

11 Gage ahead of Bend 5720

Must not be less than 56 inches or
more than 57 inches for "S"

12 Heel Spread in es
a) Turnout é’ o
a) Main /4

Stock Rail
13 Bend
Y R
14 Condition
R

Bolts »
15 Loose (2 N/A

16 Missing__ (> N/A

Rivets (Huck Bolts)

17 Loose £ N/A
18 Missing_ ¢ N/A

19 Cotter Pins missing Cﬂ{ N/A
20 Jam Nuts Loose &’ NIA

21 Washers ¢OK_ Broken Missing

Remarks on Page 3
JBW/WEM Mod. 09-15-08

22 Standard Joints
R N/A
23 Switch Plates
R N/A
24 Adjustable Braces

< EX R NA
25 Non-Adjus;(ap!e Braces
SY R QA

Switch Rods

26 Front Rod
R N/A
27 #1 Rod (Basket Rod)
é Y R N/A
28 #2 Rod
S Y ReNAD
29 #3 Rod
s v RAR
30#4 Rod
S Y REN/AD
31 Closure Rail
C8Y R NA
32 Surface of Switch
¢SDY R N/A
Using a 62' cord
S= Up to 1" Max allowed Speed
Y=1"to 1 1/2" 40 MPH
R=11/2" to 1 3/4" 12 MPH
Greater than 1 3/4" = Out of Service
33 Head Block ties
CSX R
34 Switch Adjustments
Yes

* 35 Lubrication

(O Dy
36 Switch Target / Lamps
OK Missing___ ¢ N/A’
37 Latches
OK.-'Broken___Missing___
38 Locks
' Broken___Missing____
39 General Condition
8N R
40 ln ulated Joints
Y R



Frog Inspection Report/ Annual

Page 2 of 3

WO # 1721852

Date: /7.5 -/4{ _ Inspection Crew: !{/"’/Jﬂl:’] /%/mv_i;. 3?7%/3’&/7

Mainline Yad [ E
41 Location
42 Switch 1.D.#__ | 461
43Facing__ Trailing
44 Frog Tread N N BN R
R
45 Frog # Q &Y
46 Frog Point Condition
$'Y R
4§)ndition of Frog
YR
48 Surface of Frog
YR
49 Throat in Inches ,7?%/
50 Flangeway Depth =

Flangeway Depth must not be less than 1 1/2"

Gage
Main Track % /6(
vz Turnout Track__ 7 /o 2R

Gage must not be less than 56" any Class

Guard Rails .
53 Guard Rail Gage N ﬂ%R }rj%
Guard Rail Gage nust be less than 54 3/8"
54 BacktoBack N__ /4 R_A/Z
Back to Back must be fess than 53 1/8"
54 Condition
YR
55 Location of Guard Rail (Relation to Point)
R
Guard Rail Clamps
56 Main Track
S5 r-R—
57 Turnout Track
S YR

Class 1 Gage 56" to 57 1/2"

More than 57 1/2" Out of Service
Class 3 Gage 56" to 57"

More than 57" to 57 1/4” downgrade to

(Class 2andgetsa Y

Remarks on page 3

Turnout Ties

58 Condition
(DY R
59 Rail Movement

Y R
Tie Plates
60 Lead
(S R
61Gurad Rail Flangeway )

SYR N_Alp R_AZ
Guard Ralil Flangeway can be less than 1-1/2"
62 Guard Rail Plates
—5 ¥R
63 Frog Plates
R

Bolts -
64 Loose C) N/A
65 Missing < N

Rivets (Huck)

66 Loose @
67 Missing CNIA>
68 Nuts Missing C2  NA

69 Cotter Plrywssmg _ CNIAD

70 Washers (OK-Broken Missing

71 _Hold Down Devices

CSY R N/A

72 Spring Ho
SYR
73 Derails

S Y R°NA-

74 Maximum difference in any 31' in Cross
Level on the siding from the Frog Point to
50" beyond last long tie

< OK- Difference

75 Condition of Line thru entire turnout
&Ex R



Page 3 of 3
Remarks

Date :/47/s % Mainline / Yard : NG Switch # I 1721852

All rules comply with the MTA Field Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard tracks
S Allitems inspected are in compliance

Y Attention needed

R Immediate attention required or Out of Service




